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Back Box

Power Supply

Trade Separator Plate

Power Pocket

Back Box Assembly
	 Back Box Dimensions	 3.61”W x 3.82”D x 4.76”H  
		  (9.25 x 9.8 x 12.2 cm)

	 Back Box Cut-out Dimensions	 3.7”W x 5”H 
		  (9.4 x 12.7 cm)

	 Weight	 0.3 lbs. (0.14 kg)

	 Material	 UL-rated plastic 
 
	 Power Pocket Dimensions	 3.04”W x 2.54”D x 4.49”H  
		  (7.8 x 6.5 x 11.5 cm)

	 Weight	 0.6 lbs. (0.27 kg)

	 Material	 Steel 
 
	 Power Supply Dimensions	 2.81”W x 1.25”D x 3.45”H  
		  (7.2 x 3.2 x 8.85 cm)

	 Weight	 0.6 lbs. (0.27 kg)

	 Power requirement	 100~240 VAC 50/60 Hz 

	 Material	 Steel 
 
	Trade Separator Plate Dimensions	 2.93”W x 2.48”D x 0.08”H  
		  (7.5 x 6.35 x 0.2 cm)

	 Weight	 0.05 lbs. (0.023 kg)

	 Material	 Steel

Media Manager  CMM1
	 Dimensions	 4.68”W x 4.88”D x 1.37”H  
		  (12 x 12.5 x 3.5 cm)

	 Weight	 0.5 lbs. (0.23 kg)

	 Power requirement	 100~240 VAC 50/60Hz, 0.2A Max

	 Communication port	 Ethernet  
		  (8-pole RJ45 jack, T568A standard)

	Operating temperature range	 0-30 degrees C max (indoor use only)

	 Standards	 HomePlug 1.0 Extended @ 28Mbps

	 Security	 56-bit DES encryption

	 Data transfer rate	 14/28 Mbps

	 Frequency band	 4.3-20.9 MHz/2.1-26.8 MHz

Keypad  CAK1
	 Wall surface dimensions  	 4.99”W x 6.47”H  
		  (12.8 x 16.6 cm)

	 Inside box dimensions  	 3.61”W x 3.82”D x 4.76”H  
		  (9.25 x 9.8 x 12.2 cm)

	 Weight	 0.75 lbs. (0.34 kg)

	 Power requirements   	 100~240 VAC 50/60 Hz 0.7A max

	Operating temperature range	 0-30 degrees C max  
		  (indoor use only)

	 Communication Cable	 RJ45

 	 Power supply  	 18 VDC, 5.5 mm plug

	 External antenna  	 F-connector for 75-ohm coaxial cable

	 Speakers	 Removable snap connector

	 Controls  	 Backlit (blue and red) capacitive touchpad, 
		  click wheel with responsive cardinal points

	 Display    	Color LCD 1/4 VGA TFT display

	 Ampli�er 	 32-watt (16 w/channel) with mono mode 

	 Intercom  	 Two-way communication with  
		  built-in microphone

	 Radio  	 Built-in FM tuner antenna with RDS 
		  (monopole antenna)
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